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November 10-14 : Sanderson Field Airport Taxiway Closure Information

From Tiffany Fisher <tiffanyf@portofshelton.com>
Date Tue 11/4/2025 4:12 PM
Bcc

1 attachment (3 MB)
Sanderson Field Airport Closures November 10-14.pdf;

Good Afternoon,

Please see the latest information below regarding airport taxiway closures for Sanderson Field for the
week of November 10-14. This information was just received from our contractor and is the most up to
date plan. However please remember to check NOTAMs, as this is subject to change and dependent on

the weather.

Closure Information

Taxiway Al is closed all of next week, November 10th — 14th from Monday at 0700 to Friday at 1800 PT.
Taxiway A4, A5, Taxiway A west of Taxiway A3 is closed Wednesday the 12th from 0700 — 1800 PT.

The entire airport is closed Thursday the 13th (RW 5/23, TWA, A1, A3, A4, A5, B) from 0700 — 1800 PT.

The attached maps show a visual of the closures.
Pink = November 10th, 11th, and 14th.

Orange = November 12th

Blue = November 13th

As always please reach out if you have any questions.

Tiffany Fisher
PORT OF Office Administrator
SHELTON 21 W Sanderson Way, Shelton, WA 98584

\ PROMOTING POSSIBILITIES 360.425.1151“})
www.portofshelton.com

This email is confidential and should only be read by the intended recipient. The Port of Shelton is subject to the Washington Public Records
Act, RCW 42.56. Therefore, public disclosure of this communication may be required.
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GENERAL NOTES

1. HAULROUTES & STAGINGAREAS SHOWN WILL BE RESTRICTED
DEPENDING ON THE PHASE OF WORK. SEE SHEETS G2.2 - G26
FOR ALLOWABLE HAUL ROUTES AND STAGING AREAS FOR
EACH PHASE.

2. ALLCONTRACTORSTAGING AREAS SHALL REMAIN CLEAR OF
ADJACENT TAXIWAY OBJECT FREE AREAS. REFER TO SHEET
G2.7 FOR DIMENSIONS,

3, UTILIZE TAXIWAY GRINDINGS TO IMPROVE HAUL ROUTE B
ACCESS. IMPROVEMENT SHALL BE 2-4 INCHES THICK, 8-12 FEET
WIDE AND COVER THE LENGTH OF THE HAUL ROUTE THAT IS
CURRENTLY UNPAVED, APPROXIMATELY 750 FEET. MILLINGS
SHALL BE COMPACTED USING LOADED HAUL EQUIPMENT OR
ANY OTHER MEANS NECESSARY TO ACHIEVE A FIRM AND
UNYIELDING SURFACE. CONTRACTOR SHALL MAINTAIN THE
ACCESS ROUTE THROUGHOUT CONSTRUCTION AND LEAVE
THE ROAD IN SUITABLE CONDITION FREE FROM RUTS,
POTHOLS OR PONDING UPONG COMPLETION OF
CONSTRUCTION. HAULING, SPREADING, COMPACTION AND
MAINTENANCE OF MILLINGS SHALL BE INCIDENTAL TO THE BID.
NO DIRECT MEASUREMENT AND/OR PAYMENT WILL BE MADE.

4. WORKAREA FOR FINAL STRIPING PERFORMED DURING PHASE
51S NOT SHOWN FOR CLARITY.

5. REFERTO INDIVIDUAL PHASING OVERVIEW SHEETS FOR
ADDITIONAL PHASING AND OPERATIONAL CONSTRAINTS.

6. REFERTO SHEET G2,7 FOR ADDITIONAL REQUIREMENTS,
ALLOWABLE WORK HOURS AND WORK WINDOW DATES, ETC.
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GENERAL NOTES

1. HAULROUTES & STAGINGAREAS SHOWN WILL BE RESTRICTED
DEPENDING ON THE PHASE OF WORK. SEE SHEETS G2.2 - G286
FOR ALLOWABLE HAUL ROUTES AND STAGING AREAS FOR
EACH PHASE.

2. ALLCONTRACTORSTAGING AREAS SHALL REMAIN CLEAR OF
ADJACENT TAXIWAY OBJECT FREE AREAS. REFER TO SHEET
G2.7 FOR DIMENSIONS,

3. UTILIZE TAXIWAY GRINDINGS TO IMPROVE HAUL ROUTE B
ACCESS. IMPROVEMENT SHALL BE 2-4 INCHES THICK, 8-12 FEET
WIDE AND COVER THE LENGTH OF THE HAUL ROUTE THAT IS
CURRENTLY UNPAVED, APPROXIMATELY 750 FEET. MILLINGS
SHALL BE COMPACTED USING LOADED HAUL EQUIPMENT OR
ANY OTHER MEANS NECESSARY TO ACHIEVE A FIRM AND
UNYIELDING SURFACE. CONTRACTOR SHALL MAINTAIN THE
ACCESS ROUTE THROUGHOUT CONSTRUCTION AND LEAVE
THE ROAD IN SUITABLE CONDITION FREE FROM RUTS,
POTHOLS OR PONDING UPONG COMPLETION OF
CONSTRUCTION. HAULING, SPREADING, COMPACTION AND
MAINTENANCE OF MILLINGS SHALL BE INCIDENTAL TO THE BID.
NO DIRECT MEASUREMENT AND/OR PAYMENT WILL BE MADE.

4. WORK AREA FOR FINAL STRIPING PERFORMED DURING PHASE
515 NOT SHOWN FOR CLARITY.

5. REFERTO INDIVIDUAL PHASING OVERVIEW SHEETS FOR
ADDITIONAL PHASING AND OPERATIONAL CONSTRAINTS.

6. REFERTO SHEET G2.7 FOR ADDITIONAL REQUIREMENTS,
ALLOWABLE WORK HOURS AND WORK WINDOW DATES, ETC.
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GENERAL NOTES

1. HAULROUTES & STAGINGAREAS SHOWN WILL BE RESTRICTED
DEPENDING ON THE PHASE OF WORK. SEE SHEETS G2.2 - G2.6
FOR ALLOWABLE HAUL ROUTES AND STAGING AREAS FOR
EACH PHASE.

2. ALLCONTRACTORSTAGING AREAS SHALL REMAIN CLEAR OF
ADJACENT TAXIWAY OBJECT FREE AREAS. REFER TO SHEET
G2,7 FOR DIMENSIONS.

3, UTILIZE TAXIWAY GRINDINGS TO IMPROVE HAUL ROUTE B
ACCESS. IMPROVEMENT SHALL BE 2-4 INCHES THICK, 8-12 FEET
WIDE AND COVER THE LENGTH OF THE HAUL ROUTE THAT IS
CURRENTLY UNPAVED, APPROXIMATELY 750 FEET. MILLINGS
SHALL BE COMPACTED USING LOADED HAUL EQUIPMENT OR
ANY OTHER MEANS NECESSARY TQ ACHIEVE A FIRM AND
UNYIELDING SURFACE. CONTRACTOR SHALL MAINTAIN THE
ACCESS ROUTE THROUGHOUT CONSTRUCTION AND LEAVE
THE ROAD IN SUITABLE CONDITION FREE FROM RUTS,
POTHOLS OR PONDING UPONG COMPLETION OF
CONSTRUCTION. HAULING, SPREADING, COMPACTION AND
MAINTENANCE OF MILLINGS SHALL BE INCIDENTAL TO THE BID.
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NO DIRECT MEASUREMENT AND/OR PAYMENT WILL BE MADE.

4. WORK AREA FOR FINAL STRIPING PERFORMED DURING PHASE
515 NOT SHOWN FOR CLARITY.

5. REFERTO INDIVIDUAL PHASING OVERVIEW SHEETS FOR
ADDITIONAL PHASING AND OPERATIONAL CONSTRAINTS.

6. REFERTO SHEET G2,7 FOR ADDITIONAL REQUIREMENTS,
ALLOWABLE WORK HOURS AND WORK WINDOW DATES, ETC.
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